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The Circle Top Staple 

11 gauge steel 

6 inch in length, single prong 

Top 1.5” circumference 

NMFC: 107000 

Freight Class: 50  

Hazardous: No 

Box Count: 1000 

Box Weight: 33 lbs 

Pallet Quantity: 75 boxes 

Tough, rugged and dependable. The best 

pinning tool on the market. Inexpensive, 

non-mechanical and user friendly! 

Benefits 
▪ Cushioned grip.

▪ Solid magnet engineered for

stapling.

▪ Light weight – less than 2 pounds.

▪ Can be used on slopes and flat areas.

▪ Economically priced.

▪ Hold down of more netting surface

area.

▪ Works in all types of soils.

▪ No jamming.

▪ Prepackaged in bundles of 10 to

increase efficiency.

▪ Can also be used for geotextiles.

The Magnetic Pounder, Circle, U Shape and V-top Staple 

The V-Top Staple 

11 gauge steel 

6 inch in length, two prongs 

Top 1” double leg 

NMFC: 107000 

Freight Class: 50  

Hazardous: No 

Box Count: 1000 

Box Weight: 44 lbs 

Pallet Quantity: 60 boxes 

Specifications
▪ Circle top staple is produced from

Gauge: 11 ± .002”

▪ Description: bright basic industrial

quality,

▪ Wire type: 1008/1010 wire

minimum cast,

▪ Coating: occasionally light oil

protection.

▪ Circle Staple Size: 6 inch (15.2 cm)

length with a 2 inch (5 cm) spiral

head configuration.

▪ V-Top Staple Size: 6” V legs with

V-top being 1” on each head leg.

▪ Packaging:1000 pins / box. Nested

in groups of 10 pins.

The U-Shape Staple 
11 gauge steel 

6 inch in length, two prongs 

Top 1” double leg 

NMFC: 107000 

Freight Class: 50  

Hazardous: No 

Box Count: 1000 

Box Weight: 44 lbs 

Pallet Quantity: 60 boxes 

 

Certification 
 We certify that our staples are manufactured to the specifications listed on this specification sheet, which comply with 

industry standards for circle, U Shape and V-top staples. 

Mark Deitering 

Enviroscape ECM, Ltd. 
Updated: 7/17/2019 


