
HIGH
GRADE

POOL 
SAFE

ELEGANT
FINISH

EASY 
INSTALL

10 YEAR
WARRANTY

H I D E  K I T  S E R I E S
CONCRETE COVERS

WINNER
NEW ORLEANS

INTERNATIONAL
POOL, SPA, PATIO

EXPO 2019

BEST NEW PRODUCT

Worlds only fully 
customisable dual inlay 
system

e

Your Concrete Kit  
will come with  
4 x Polymer Lugs and 
2 x Key Slot Formers. 
(If not already 
inserted do so now).

INSTALLING THE HIDE CONCRETE INLAY LID
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Calculate the boxing/form work required so the top rim 
of the installed Edge Protector (A) will achieve a flush 
finish with the surrounding surface.

ESTABLISH THE FINISHED HEIGHT

ALLOW FOR SLAB MOVEMENT

The Edge Protector (A) will remain in position during the 
slab pour, being part of the form work around the skimmer 
lid / Access opening. A clearance/expansion joint (b) may be 
necessary to allow for slab movement.

COMPLETED INSTALL (CROSS SEC TION VIE W)
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As soon as possible, clean 
any concrete residue from 
the exposed parts of the Edge 
Protector (A)  and Inlay Lid (C).

CLEAN 
SURFACES

HIDE products are constructed from 316L marine grade 
stainless steel, and are considered a conductive material. 

Safety regulations vary and you should consult your local 
authority to determine what rules may apply in your area. 

EARTHING (BONDING) RULES AND 
REGULATIONS MAY APPLY IN A POOL AREA
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Applying a petroleum-based or non-stick coating to the outside 
of the Inlay Lid will assist during the final clean-up.

Set the Inlay Lid (C) face-up on a flat work surface away from the 
main slab pour area. To achieve a seamless finish, the Inlay Lid 
should be filled with the same concrete mix poured directly around 
the skimmer box. 

PREP THE INLAY LID

WARNING! DO NOT ALLOW ACID OR CHEMIC AL 
WASH SOLUTIONS TO CONTAC T THE 
HIDE PRODUC T.

Bonding is the responsibility of the installer, attachment 
points have been provided to allow for use of bonding 
devices if required.  Check your local regulations to ensure 
the installation meets electrical safety requirements.

EDGE PROTECTORA
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When filling the Inlay Lid  
(C) , place on a flat surface 
and be sure to allow for any 
finishing procedure that 
may change the surface 
height of the set concrete.

2 x Key Slot Formers

4 x Polymer Lugs
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If washing with acid/chemicals, take protective measures 
to ensure minimal contact with the stainless steel HIDE 
components. Before use of acid/chemical wash, apply a 
water -resistant lubricant to the HIDE parts. When finished, 
immediately clean the HIDE components thoroughly to 
remove residual acid/chemicals.

 CONCRETE 
SURROUNDS
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Adjust height as required to achieve flush finish. 
Skimmer box dress ring extension may be available 

from equipment supplier.
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 CONCRETE INFILL EXPANSION 
CONTROL JOINT 
(IF REQUIRED)

LEVEL FINISH

SKIMMER BOX OR 
ACCESS POINT OPENING POOL BOND BEAM
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b

EXPANSION 
JOINT

Hook this 
end into 
internal 
edge first.

Push this end 
down last to lock 
into external 
edge of lid.

Key Slot 
Former

HIDE CONCRETE COVER KIT INCLUDES

SAFETY KEYS
A 316L marine grade stainless steel tool, to enable the installed HIDE cover to be safely and 
easily opened and closed.

INLAY LID
A 316L marine grade stainless steel tray which holds the concrete, which is poured directly 
into the lid.

EDGE PROTECTOR
A 316L marine grade stainless steel frame inserted into a recess within the landscaped area. It 
protects the coping/surrounds from chipping/breakage when the Inlay Lid is opened/closed.

DOCUMENTATION
Documents consist of comprehensive contractor installation instructions, homeowners 
manual and warranty.

NO ACID OR 
CHEMICAL WASH
ACID and chemical washes will 
cause discolouration and/or 
rusting on the stainless steel HIDE 
components. Acid or chemical 
contact will void the HIDE warranty.

Please scan and read the Care & 
Maintenance document to better 
understand stainless steel care.

CARE & MAINTENANCE

HOMEOWNER
F O R  T H E

CARE & MAINTENANCE

PLEASE PASS TO THE HOMEOWNER

WARNING! DO NOT ALLOW ACID OR CHEMICAL  
WASH SOLUTIONS TO CONTACT THE HIDE PRODUCT.

Patents:  AUST, UK, NZ available: www.skimmerlids.com.au   USA/Canada: www.skimmercovers.com  (under technical)
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