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TECHNICAL SPECIFICATION: Oatey Saddle Tee Kit is designed for tapping into a 3” or 4” Schedule 40 DWV line.  The 
Saddle Tee is solvent welded to the existing pipe line and secured with metal V-bolts, washers and nuts.  The tee accepts the 
incoming line inside the socket, or joins with a Schedule 40 DWV fitting.    

SADDLE TEE KITS 

PRODUCT NUMBER DESCRIPTION PACK CARTON WEIGHT 

43788 3” x 2” ABS Saddle Tee Kit 6 5 lbs. 

43789 3” x 2” PVC Saddle Tee Kit 6 6 lbs. 

43790 4” x 2” ABS Saddle Tee Kit 6 7 lbs. 

43791 4” x 2” PVC Saddle Tee Kit 6 8 lbs. 

43792 4” x 3” ABS Saddle Tee Kit 6 8 lbs. 

43793 4” x 3” PVC Saddle Tee Kit 6 9 lbs. 

43794 4” x 4” ABS Saddle Tee Kit 6 9 lbs. 
43795 4” x 4” PVC Saddle Tee Kit 6 4 lbs. 

43796 Saddle Tee Gasket for Cast Iron Pipe 12 1 lb. 
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PHYSICAL/CHEMICAL PROPERTIES 
Material Schedule 40 PVC or ABS 
Color White or Black 

LC-12 
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