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S1000D Single Net Straw Blanket, 90 day

Contents: 100% wheat straw
Netting Single polypropolene
(Rapid
photodegradable)
Thread: Nylon photodegradable
Roll Size:
Standard Width: 8.00 feet/
2.44 meters

(actual 8 width)

Standard Length:

Area:

Weight:
(approx)

Life:

Best use:

Thread Spacing

S1000 is a fully photo/biodegradable blanket. The top
netting and thread are comprised of non-woven nylon
material while the filament matrix is comprised of
wheat straw evenly which when rolled out is on top of
the straw. This blanket has an ultraviolet degrader
added to the polypropylene to break down quicker.
Breakdown times dependent on actual ultraviolet

activity.

Standard blanket dimension is 100SY. However, the
blanket can be produced to any custom length and
widths up to 16 feet (available after May 2007)

As described in Federal Highwav Administration’s

Roll widths available from 4 feet in up to 16 feet

with custom widths in between

Roll lengths available from 50 feet to 800 feet with

custom widths in between

113.0 feet/ 34.44 meters
100.0 sq yards/ 83.6 sq meters (standard)

52.0 1bs/23.6 kg (.53 1bs/sq yd)

Medium term, approx 3 months
3:1 or less

Low flow
Roadside use
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