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·Provides super stretchability

·Underground Tape

·Not affected by Oil-Alkalie-
Acid-Moisture

·Makes watertight junctions
& connections

·Made out of PVC

Use J•Tape to connect seams, overlaps, & connect J•DRAIN Fittings.

Advantages

·Dielectric: 9000 Volts
·Thickness: 8 mil

·Roll Size: 2” wide x 108’ long
·Tensile Strength: 20#/sq. inch
·Elongation: 200%

Properties

Use J•Clips to hold & attach J•DRAIN products to walls or footers.

·Creates a firm hold for nailing
·One piece design

·Eliminates high stress points

·Reduces damage to fabric
during installation

·1,000 clips/case
·Color - red

·2.5” x 2.5”
·Made from Polyethelyne

Advantages Properties

  6” & 12” 6” & 12” 6” & 12”
  END OUTLET CORNER SPLICE

  6” ONLY 6” ONLY 6” & 12”
  STEP DOWN END CAP SIDE OUTLET

6” ONLY
T-CONNECTOR
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J•Tape J•Clip

J•DRAIN SWD & MVP
Fittings

BRO-ACC-0919

(317) 346-4110
www.drainagesolutionsinc.com
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J-DRain SWD 12

J-DRain End Outlet

Pipe

Tape both connection points

J-DRain SWD 12

J-DRain Side Outlet

Pipe

Tape all connection points

(317)317) 346-4110
www.drainagesolutionsinc.com
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