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MODEL COMPARISON ZOELLER BATTERY BACKUP SYSTEMS

PERFORMANCE
GPM @ 10' 12.6 V 34 34 15

  RUN TIME
with 12 V 
battery

- continuous 6 hours 6 hours 7 hours

-  10% duty cycle 48 hours+ 48 hours+ 48 hours+

Total estimated gallons per battery 11,900 11,900 9,500

Self-testing Yes Yes Yes

Yes No No

Text/Email/App  
notification Yes No No

Secondary float Yes Optional 10-4830 No

Float monitoring Yes Yes Yes

Battery replacement reminder Yes No No

List of alarms/status 4 local/audible
10 more online 4 local/audible 4 local/audible

Warranty 3 years
5 years w/ M63 Propak 3 years 3 years

Item # 508-0014 508-0005 507-0005

ProPak combo systems
primary pump included

with M53®, .3 HP 508-0015
with M98, .5 HP 508-0016
with M63, .3 HP 508-0020

with M53®, .3 HP 508-0006
with M98, .5 HP 508-0007

with M73, .3 HP 
507-0013

Batteries
All Aquanot batteries are Maintenance Free 

(MF)

10-1450 AGM 27
10-0761 Flooded 31

10-5184   Dual Battery Kit  
(contains heavy duty jumper 
 wires and additional battery box)

(Table FM3219)

10-0761 10-1450 AGM 10-5184 Dual Battery Kit

    Highest performance, high 
efficiency  
double-sealed pump

    Two independent supervised 
switches for redundancy

    Self-testing controller with  
built-in battery  maintenance  
and alarms

    Z Control® free access:
       Built-in Wi-Fi; Remote monitoring 

and control; Email, text and push 
notifications

Premium protection,  
Wi-Fi remote monitoring.

High efficiency pump,  
self testing controller

Connected 
System

    Highest performance, high 
efficiency  
double-sealed pump

    Heavy duty, fully automatic 
supervised switch 

    Self-testing controller with 
built-in    
battery maintenance and 
alarms

    Optional redundant high 
water sensor

   Solid performance pump

    Fully automatic pump and 
charger

    Heavy duty, fully automatic, 
supervised switch

   Self-testing controller

Advanced features  
in an entry-level system. 
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